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‘Nowadays ANTIK is technology and development laboratory,
that successfully competes with the big players and brings many
ambitious projects often as the first one.

Igor Kolla
CEO ANTIK Telecom




ANTIK Telecom declivers clever and affordable solutions developed by own top team of developers
directly in Kosice. ANTIK solutions are nowadays used not only in Slovakia, but it’s global reach on every
continent of the world. Read some key information about ANTIK:

v +100 000 customers worldwide
v Gigabit optical network services along with IPTV solutions and tailored VolP
v ANTIK IoT network with 90% coverage of Slovak Republic on LoRa Wan platform

v Own development team of HW/SW specialists

v Hi-Tech production directly in China
=

v The Biggest bikesharing operator in Slovakia SmartC(TyY
=

v Exclusive importer of SUPER SOCO e-motorcycles

v Smart Lighting in conjunction with loT any much more! =ANTIK



SMART
LIGHTING

Module for street lighting control is designed as an
additional module, powered by 110-230V AC, with
DALl communication for LED supply management
and radio communication LoRaWan with the superior
system. In addition to lighting self-controlling, module
provides its diagnostics and measurement of energy
consumption. Additional modules are light sensor
(version up to ANSI C136,41 NEMA) and GPS
receiver.

Module can be designed in version for ANSI
C136.41 NEMA connector or internal version with
external antenna.

O The lamp transmits through loT module
various information about its status.
For example, if it is broken
and it does not lit.

LoRaWan/NBIloT module
of lamp control by protocol
DALI O-10V.
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MODULAR
Solution

LoRa |
LoRaWAN [

7-22 kW EV
gateway / WiFi charging
Access Point (AP) station

m
DS panel with IP exterior
content editable camera
remotely remotely
controlled
-
Air quality - SOS button
sensor »3-.—‘;1& for connecting
3* with operator

60/150W SIP/IP network,
3000 K LED public load
lamp with LoRaWAN speaker,
management of intensity 15/30W

and diagnostic

LoRaWAN gateway/
WiFi Access Point (AP)

Air quality sensor %~ 7 \“ LED lamp module with

LoRaWAN management

Public load speaker 0-10V or DALI protocol

N IP camera system

Advertising ‘
and communication LED panel J ‘ ‘

SOS button for connecting
with operator ‘ ‘
Electric car charger

=ANTIK




LAMP MODELS OVERVIEW
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ATK-LIT-290D

LED number Electric current Luminous flux Ma|n features
24 700mA 50w 5500Im IP66 protection degree
1050mA 80W 8000Im
30 700mA 65W 7150Im The luminous efficiency is more than 110-115 Im/W
1050mA 100W 10000Im o ‘
. 700mA 100W 11000Im Modern aluminium version of lamp cover
1050mA 150W 15000I . .
i i Top or side fastening system
530mA 120W 13800Im

72
700mA 150W 16500Im Cover open even without tools

Shutter in flat tempered glass

Integrated surge protection




Technical specifications

Insulation class:
Power supply:
Electrical current:
Power factor:
Working temperature:
Lifespan:

Light temperature:

Weight:

$60-076
e

o
>
1l 665
120-277V(50/60Hz)
600-1050mA 105" 165 120" 105"
095 WHHH(/\H\\\\H\\w
-35 °C az +45 °C SRS
>50 000 hours /WL%Q.
3000-3700K (warm SRNK AT TSR n
(warm) ‘\,~~ - R 75
3700-5000K (neutral) e ’A‘Q'Qg 9,’
5000-6500K (cold) ‘,

9,5 kg 45 30 15 15 30 45

GB 220V~
C E 7000 240V~

D) 65 B ES B0 HE SANTIK
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LED number Electric current Luminous flux Main features

700mA 20W 2400Im .
9 IP66 protection degree
15 700mA 30W 3600Im , o ,
The luminous efficiency is more than 120-150 Im/W
18 700mA 40W 4800Im
Modern aluminium version of lamp cover
24 700mA 50W 6000Im
Top or side fastening system
30 700mA 65W 7800Im

Cover open even without tools
Shutter in flat tempered glass

Integrated surge protection




260.0

520.0
I —
. -gn . LO
Technical specifications . <
Insulation class: |l —
Power supply: 120-277V(50/60Hz)
Electric current: 450-700mA
. 105° 165’ 120° 105"
Svovf”afto“ t >fc}9°5ove>5°c oo T T T T 73S Y T T T
orking temperature: - az + /% "":\? S
Lifespan: >50 000 Hours /,‘/’.".. :‘&}'\~
Light temperature: 3000-3700K (warm) ,/“,O""."’ "g"\"\'.”
3700-5000K (neutral) f“,¢~ 359 ' V‘A 75°
75° L‘fs ',’
5000-6500K (cold) "o\g ',,'
Welght 5 Kg 45 30 15° 15° 30 45
GB | |220v~ IP Max Q _@
CE S8 @D 65 B EC O 08 SANTIK

10



ATK-LIT-290F

Electric current

750mA

700mA

850mA

180W

200W

250W

Luminous flux

19800Im

22000Im

27500Im

Main features

IP66 protection degree

The luminous efficiency is more than 110-150 Im/W
Modern aluminium version of lamp cover

Top or side fastening system

Cover open even without tools

Shutter in flat tempered glass

Integrated surge protection



730

17
(53:

Technical specifications
Insulation class: [, Il

Power supply: 120-277V(50/60Hz)
Electric current: 700-1050mA T ——
Power factor: >0,95 00" . o0°
. RS L | |
Working temperature: 35 °C az +45 °C ‘JJ‘.‘\}Q’.‘....
\ \
Lifespan: ~50 000 Hours - 'na:w.’ -
e] () i ‘_ J
Light temperature: 3000-3700K (warm) "i"‘;‘v‘r
3700-5000K (neutral) HP o
5000-6500K (cold)
Weight: 13 kg 30° 15° 15 30°

~ IP Max C
C€ SBIiml D & = ES 0-(. D HE =SANTIK
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ATK-LIT-600A

LED number Electric current Luminous flux -
Main features

530mA 100W 11500Im
64 700mA 140W 15400Im IP66 protection degree

1050mA 200W 20000Im

530mA 150W 16500Im The luminous efficiency is more than 115-150 Im/W
80 700mA 180W 19800Im

1050mA 250W 25000Im Modern aluminium version of lamp cover
96 530mA 150W 13500Im

700mA 200W 22000Im Top or side fastening system
112 530mA 180W 20700Im

700mA 250W 27500Im Cover open even without tools

Shutter in flat tempered glass

Integrated surge protection
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Technical specifications
Insulation class: [, Il

Power supply: 120-277V(50/60Hz)
Electric current: 530-1050mA
Power factor: >0,95

Working temperature: -35 C az +45 *C
Lifespan: >50 000 Hours
Light temperature: 3000-3700K (warm)

3700-5000K (neutral)

5000-6500K (cold)
Weight: 13,5 kg

420
420

251

$60-476

95
a

926

105° 120° 150° 150" 120" 105°

[ [ [ ] AN IR RERER

,f»‘ﬁﬁaaiQQS§h.iﬁﬁ_ 90~
S P

60~

CE SB il | gs B

IEC

EN60688

09 =ANTIK
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ATK-LIT-600B

LED number Electric current Luminous flux Main features

530mA 50W 5750Im .
32 IP66 protection degree
700mA 60W 6600Im
1050mA 100W 10000Im The luminous efficiency is more than 115-150 Im/W
530mA 80W 9200Im - .
48 Modern aluminium version of lamp cover
700mA 100W 11000Im

Top or side fastening system
Cover open even without tools
Shutter in flat tempered glass

Integrated surge protection
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Technical specifications
Insulation class: I
Power supply: 120-277V(50/60Hz)
Electric current: 530-1050mA LOL ! ! ’ l { ( { / \ \ \ \ \ \ \ \ \ \gg°
Power factor: >0,95
Working temperature: -35 °C az +45 °C
Lifespan: >50 000 Hours s o
Light temperature: 3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)
Weight: 8,5 kg o o 5 $ . .

~ IP Max §
CE S8 (D 66 17 IEC D0( F!E =ANTIK
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ATK-LIT-600mini

15

18

24

700mA
1050mA
350mA
530mA
700mA
350mA
530mA
700mA

35W
50W
20W
30W
40W
25W
40W
50W

3850Im
5000Im
2400Im
3450Im
4400Im
3000Im
4600Im
5500Im

Main features

IP66 protection degree

The luminous efficiency is more than 120 Im/W
Modern aluminium version of lamp cover

Top or side fastening system

Cover open even without tools

Shutter in flat tempered glass

Integrated surge protection



Technical specifications
Insulation class: [, Il

Power supply: 120-277V(50/60Hz)
Electric current: 350-1050mA
Power factor: >0,956

Working temperature: -35 C az +45 °C
Lifespan: >50 000 Hours
Light temperature: 3000-3700K (warm)

3700-5000K (neutral)

5000-6500K (cold)
Weight: 4,8 kg

¢

CEL X D & O

‘

IEC

EN60688

fof

o
| &
540
—
U —)

105" 165 120°_105°
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ATK-LIT-400A

LED number Electric current Power Luminous flux

530mA 100W 11500Im Main features
64 700mA 140W 15400Im .

1050mA S . IP66 protection degree

530mA 150W 16500im The luminous efficiency is more than 115-150 Im/W
80 700mA 180W 19800Im

1050mA 250W 25000Im Modern aluminium version of lamp cover
96 530mA 150W 13500Im . o N

700mA 200W 22000Im Consistent lighting and scalability

A 180W 20700! .

112 530m 80 m Cover open even without tools

700mA 250W 27500Im

Shutter in flat tempered glass

Integrated surge protection




Technical specifications
Insulation class: I

Power supply: 120-277V(50/60Hz)
Electric current: 530-1050mA
Power factor: >0,95

Working temperature: -35 “C az +45 °C
Lifespan: >50 000 Hours
Light temperature: 3000-3700K (warm)

3700-5000K (neutral)
5000-6500K (cold)

Weight: 10,8 kg

400

wllle )5 O &

=ANTIK
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ATK-LIT-400B

LED number Electric current Power Luminous flux

530mA 50W 5750Im Main features
32 700mA 60W 6600Im .

1050mA 100W 10000Im IP66 protection degree

St AU 5500im The luminous efficiency is more than 115-150 Im/W
48 530mA 80W 9200Im

700mA 100W 11000Im Modern aluminium version of lamp cover

350mA 65W 7800Im , o .
64 530mA 100W 11500Im Consistent lighting and scalability

700mA 120W 13500Im

Cover open even without tools
Shutter in flat tempered glass

Integrated surge protection




Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:
Working temperature:
Lifespan:

Light temperature:

Weight:

a5 O &

I
120-277V(50/60Hz)
350-700mA

>0,95

-35 C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

8 kg

| T

330

/

| ﬂx_f

642

060

f

C€

=ANTIK
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ATK-LIT-500A

I o .
R /_- ’ '.’-_-,', e
’ - _/—"*‘VV
/
Main features
o4 700mA oW 14000im IP66 protection degree
The luminous efficiency is more than 120-150 Im/W
72 700mA 150W 18750Im
Modern aluminium version of lamp cover
90 700mA 190W 24000Im Modular LED supply

Top or side fastening system

Integrated surge protection




Technical specifications
Insulation class: |

Power supply: 120-277V(50/60Hz)
Electric current: 530-1050mA
Power factor: >0,95

Working temperature: -35 C az +456 C
Lifespan: >50 000 Hours
Light temperature: 3000-3700K (warm)

3700-5000K (neutral)
5000-6500K (cold)

Weight: 11,2 kg

791

123

350

wllle )5 O &

C€

=ANTIK
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ATK-LIT-500B

LED number Electric current Luminous flux

Main features

IP66 protection degree

The luminous efficiency is more than 120-150 Im/W
Modern aluminium version of lamp cover

Modular LED supply

Top or side fastening system

Integrated surge protection



Technical specifications
Insulation class: I

Power supply: 120-277V(50/60Hz)
Electric current: 350-1050mA
Power factor: >0,95

Working temperature: -36 Cto+45 C©
Lifespan: >50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

Weight: 8,5 kg

Light temperature:

123

726

350

wllle )5 O &

C€

=ANTIK
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ATK-LIT-500C

LED number Electric current Luminous flux Main features

18 P AOW 4800Im IPG6 protection degree

The luminous efficiency is more than 120-150 Im/W
36 700mA 80W 9500Im Modern aluminium version of lamp cover

Modular LED supply

Top or side fastening system

Integrated surge protection




50
100
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230
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Technical specifications
Insulation class: I

Power supply: 120-277V(50/60Hz)

Electric current: 350-1050mA

Power factor: >0,95

Working temperature: -356 Cto+45 C©

Lifespan: >50 000 Hours

Light temperature: 3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

Weight: 8,5 kg

[Q—JJ EQ—EJ % @ éPG ce =ANTIK
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ATK-LIT-900B

LED number

64

80

96
112

Electric current

530mA
700mA
1050mA
530mA
700mA
1050mA
530mA
700mA
530mA
700mA

100W
140W
200W
150W
180W
250W
150W
200W
180W
250W

Luminous flux

11500Im
15400Im
20000Im
16500Im
19800Im
25000Im
13500Im
22000Im
20700Im
27500Im

Main features

IP66 protection degree

The luminous efficiency is more than 120 Im/W
Modern aluminium version of lamp cover
Modular LED supply

Integrated surge protection
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Technical specifications P ~ -

- P [ — \\ =
Insulation class: I o — /A —
Power supply: 120-277V(50/60Hz)

Electric current: 530-1050mA

POW@r faCtOr' >O 95 105° _120° O° 150° 120° 105°
Working temperature: -35 °C az +45 °C

Lifespan: >50 000 Hours

Light temperature: 3000-3700K (warm)

3700-5000K (neutral)
5000-6500K (cold)

Weight: 13,5 kg

v~ | Max C
C€ SBIiml D & = ES 0-(. D HE SANTIK
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ATK-LIT-90A

48*2

64*2

80*2

96*2

1050mA

1050mA

1050mA

1050mA

300W

280W

360W

300W

30000Im

30800Im

40000Im

34500Im

Main features

IP66 protection degree

The luminous efficiency is more than 120 Im/W
Modern aluminium version of lamp cover
Cover open even without tools

Shutter in flat tempered glass

Integrated surge protection



Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:
Working temperature:
Lifespan:

Light temperature:

Weight:

120-277V(50/60Hz)

530-1050mA

>0,95

-35 C az +45 °C

>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)

5000-6500K (cold)

23 kg

1400

200

399

|

GB 220V~
C E 7000 240V~

D s

'

Max

45T

IEC

EN60688

-

&>

09 =ANTIK
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ATK-LIT-90B

o =

Main features

64 700mA 140w 15500im IP66 protection degree

80 700mA 180W 19800Im The luminous efficiency is more than 120 Im/W
Modern aluminium version of lamp cover

96 530mA 150W 17250Im
Cover open even without tools

112 530mA 180W 20700Im

Shutter in flat tempered glass

Integrated surge protection




Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:
Working temperatu
Lifespan:

Light temperature:

I
120-277V(50/60H2)
530-1050mA
>0,95

re: -35 “C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

13 kg

900

i N
o o
mLL /
| )j
ELLQ\,//I

Weight:
[n .U [& -

|5 @ &

— \ f 7‘

\ //

b o0
=ANTIK
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ATK-LIT-420

LED number Electric current Luminous flux -
Main features
12 700mA 25W 2750Im
530mA 30W 3450Im IP66 protection degree
18 700mA 40W 4400Im . - .
G O EEEn The luminous efficiency is more than 120 Im/W
24 Sl Gl o Modern aluminium version of lamp cover
700mA 52W 5720Im
30 530mA 50W 5750Im Cover open even without tools
700mA 65W 7150Im

Shutter in flat tempered glass

Integrated surge protection

]
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Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:

Working temperature:

Lifespan:
Light temperature:

Weight:

I
120-277V(50/60Hz)
530-1050mA
>0,95

-35 °C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

) o) B

80 r )
: E
g J
- /
402
482
2 N EEFYEEFYNAT YN 0
dod | | I [T T[] >/< HEEEEEREER
U

6 kg
D e6

=ANTIK
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ATK-LIT-260

LED number

12
18

24

30

Electric current

700mA
530mA
700mA
1050mA
530mA
700mA
530mA
700mA

25W
30W
40W
60W
40W
52W
50W
65W

Luminous flux

2750Im
3450Im
4400Im
6000Im
4600Im
5720Im
5750Im
7150Im

Main features

IP66 protection degree

The luminous efficiency is more than 120 Im/W
Modern aluminium version of lamp cover
Cover open even without tools

Shutter in flat tempered glass

Top or side fastening system

Integrated surge protection



224

Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:

Working temperature:

Lifespan:
Light temperature:

Weight:

I
120-277V(50/60Hz)
530-1050mA
>0,95

-35 “C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

11 kg

A

wlle. 5O &

90 |
224

=ANTIK




ATK-LIT-180

2 /_//AMTII(

LED number Electric current Luminous flux -
Main features
12 700mA 25W 2750Im
530mA 30W 3450Im IP66 protection degree
18 700mA 40W 4400Im . - .
G O EEEn The luminous efficiency is more than 120 Im/W
24 Sl 00 sl Modern aluminium version of lamp cover
700mA 52W 5720Im
530mA 50W 5750Im Cover open even without tools
30 700mA - --

Shutter in flat tempered glass
Top or side fastening system

Integrated surge protection
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Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:

Working temperature:

Lifespan:
Light temperature:

Weight:

I
120-277V(50/60Hz)
530-1050mA
>0,95

-35 “C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

7 kg

wlllen) 5 O 6

$48- ¢ 60

$48-$ 60

——————

196

=ANTIK
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ATK-LIT-230

LED number Electric current Power Luminous flux Main features
54 700mA 120w 14400Im IP66 protection degree
54 1000mA 180W 19800Im The luminous efficiency is more than 120 Im/W

Modern aluminium version of lamp cover
Cover open even without tools

Shutter in flat tempered glass

Top or side fastening system

Integrated surge protection
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Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:

Working temperature:

Lifespan:
Light temperature:

Weight:

|
120-277V(50/60Hz)
700-1000mA
>0,95

-35 C az +456 C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

) o) B

11 kg
D

900.0

125.0
| e | L] N Zauin |11 L

=ANTIK
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LAMP MODELS OVERVIEW
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ATK-LIT-99
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Main features

IPG6 protection degree

Modern aluminium version of lamp cover
Modular LED supply

Integrated surge protection

Technical specifications
Insulation class: I

Power supply: 120-277V(50/60Hz)
Electric current: 530-700mA

Power factor: >0,95

Working temperature: -35 °C az +45 °C
Lifespan: >50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

Weight: 138 kg

Light temperature:

554

E——

|108

P76

545

554

[ﬂt [&EJ B @ é%

=ANTIK
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ATK-LIT-101

30 530mA 50W 5750Im




Main features

IP66 protection degree

Modern aluminium version of lamp cover

Modular LED supply

Integrated surge protection

Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:

Working temperature:

Lifespan:

Light temperature:

Weight:

120-277V(50/60H2)

530mA
>0,95

-35 °C az +45 °C
>50 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

7 kg

[ﬂt [&

=

| &

S,

IP
66 =ANTIK
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ATK-LIT-101A

LED number Electric current Power Luminous flux

20 700mA 40W 4400Im




Main features

IP66 protection degree

660

Modern aluminium version of lamp cover

Modular LED supply

Integrated surge protection

460

Technical specifications

Insulation class:
Power supply:
Electric current:
Power factor:
Working temperature:
Lifespan:

Light temperature:

Weight:

I
120-277V(50/60Hz)
700mA

>0,95

-35 C az +45 °C
>10\0 000 Hours

3000-3700K (warm)
3700-5000K (neutral)
5000-6500K (cold)

o) B

80

¢80

#60)

9 kg
Sl

757
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ATK-LIT-260F

LED number Electric current Luminous flux
12 700mA 25W 2750lm
530mA 30W 3450Im
18 700mA 40W 4400Im
1050mA 60W 6000Im
24 530mA 40W 4600Im
700mA 52W 5720Im
30 530mA 50W 5750Im

700mA 65W 7150Im




Main features

IP66 protection degree

Modern aluminium version of lamp cover

Modular LED supply

Integrated surge protection

703

Technical specifications

Insulation class: I

Power supply: 120-277V(50/60Hz)
Electric current: 530-1050mA
Power factor: >0,95

Working temperature: -35 “C az +45 °C
Lifespan: >10\0 000 Hours
Light temperature: 3000-3700K (warm)

3700-5000K (neutral)
5000-6500K (cold)

Weight: 16 kg

(ﬂ ! (& EJ i @ 66 —ANTIK
- A —
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